6.00

o SPECIFICATION
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| i ‘ o 1.Rated VOIAZE .vovcvvvrervrcrrinrisersisnessssnisenienes 3.6V
- ole - 2.0perating Voltage .eoveeeeeenveeeercerevnenssssssnnen 2.5~4.5V
- T o=" 3. Max.Rated Cutrent .........cooevrerververrnersnronee 90mA
Jﬁ 4.Coil ReSIStANCE .vvvvvvvvervvereerireinnersnsnssennns 1642.4 Q
. . . 5.Min. Sound Pressure Level ....ooovevvnvennnns 85dB/10cm
6. Resonant FTeqUenCy ......coeoevnenereiensennens 2670Hz
7.Case Material/Color ...meomeeenseesisnennns LCP 6130/Black
SOUND EMISSION HOLE 0.12 . .
\ e 8. Operating Temperature ..., -40~+80°C
h | 4 - 9.Store TEMPEIALUTE ......cccvvrvrvrvrrrervrvemnennsisnnen -40~+85T
: 5[{ : — S T0.WEIGHE 1o 0.38g
| g D
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(sC=10/1)
O Polarity Mark (+)
(@ Model No.
@ Data code

The first digit is the number of the year. The last digit is the month.

A- January through J - October

Compliance with ROHS

Contitec Electronics Ltd.

Magnetic Buzzer
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