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1. y&[H Scope

This product specification is applied to the siren used for sounder in alarm

systems.Please contact us when using this product for any other applications than
described in the above.

ARG TR S, TS A RGP AR B 7s, WA % ] T I
I RATIAEER .

2. M2 General

2.1 Out-Diameter : @86 mm

VNG @86 mm
2.2 Height : 102 mm
= 102 mm
2.3 length : 112mm
K 112 mm
2.4 Weight : 365+10qr.
o 365+ 107,
2.5 Case Material/Color :  ABS/Black
SERM T ABS/
2.6 Wires Connection Red +12V
127746 4r 25 +12V
Black GND
LR A]

3. FEMPR4A  Maximum Rating

WiH  Item L #  Specification
31| WA 6-14VDC
' input Voltage
5o | ARREEHE -20 ~ +60°C
' Operating Temperature Range
33| AR -30 ~ +70°C

Storage Temperature Range

34| WUEE

Power Rating RMS 15w
35 W AF 2h %
' Power Rating Peak 20W
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4. HiPERE  Electrical Characteristics

WH  Item JH 4% Specification
41| Pl >107dB at 12VDC/1m
Sound Pressure Level
4.2 | Max.Rated Current <750mA at 12VDC
e L
Tone Nature
4.3 O Siren
=Rt

MRS AE2 W 3
Refer to next item for measuring method.

5. WA 74 Measuring Method

5.1 LA  S.P.L. Measuring Circuit

it N5 *5:12vDC
Input Signal:12VDC

DC Power Supply Multimeter
JER/TT YAV JI
- + + -
Red
Siren
Eﬂ =}
Black E Sound Meter
100cm £ Rk
A

/

1.The red lead wire connect anode of DC power ,The black lead wire connect cathode
of DC power would make sound.

LR IR AN, TREERL B AP M R A R 7

5.2 Mik¥EE  Measuring Condition

Test condition ;: 15 ~35 C, 25% ~ 85% RH, 860~1060 mbar
R4t 15~35 C, 25%~85%RH , 860 ~1060mbar
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6. HHEMEIAL  Reliability Test

After test(1~6item), the Piezo Siren S.P.L . difference shall be within +10dB, and the
appearance not exist any change to be harmful to normal operation(e.g.cracks,rusts,damages
and especially distortion).

TEL-6TURSG )5, A1 AR AE £+ 10dBZ N, ARG (filtar: JFEE. A4,
Wit RIRENSR) .

ltem Specification
After being woked in a chamber with +70+ 2 °C for 2h and then
High Temperature being placed in natural condition for 2h, sounder shall be
1 Test measured.
s R mh BT +70£ 2 CWIRATH, SETAE 2/h0F, RIGLEIEHR K
A FURAF FIRE 2N, AT

First being worked in a chamber with -30+2 C for 2h and

Low Temperature then being placed in natural condtion for 2h, sounder shall be

Test measured.
2
IR A F4 7 BT -30£ 2 CRRIGHI, 6 THE 2/, RIGTEEH K
R TR 2/ f5, BE T =
After being placed in a chamber with 90 to 95%R.H. at +40+
o ‘C for 2 h and then being placed in natural condition for 2h ,
3 Humidity Test sounder shall be measured.
i MTARN W rn i B TR N 90-95%R.H, I E 440+ 2 CIREAH 2/
I, ARG AEIE T KA MR 2/ 5, BEAT 0
Under acceleration of peak100m/s 2(10g) & half sine wave
pulse (pulse time is 16ms)condition.run into product 1000 times
4 Shock continuously.

i e e UEE AP N34 100m/S2(10g), Ikt EF 452 ] Sk 16ms 1 1 5% 9% ik
ORI SR 4 10007k, AR 28 .
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Item Specification
Siren packed in the carton are dropped in six direction from
5 Drop Test the height of 50cm to the concrete floor.
PRVEIR I k7 e L 50em, 6 AN [F) U7 i) AR K& B K e st 56 5 R4 T
.
Siren shall be measured after being applied vibration of
Vibration amplitude of 1.5mm with 10to 30Hz band of vibration frequency
6 Resistance to each of 3 perpendicular directions for 2 hour.
Pk P A 1.5mm, A%k 10-30Hz, = AR T 17 #5980 2/
TR e HEA T
*1 Tablel
WoH W5 5 AR A
Item Specification after test
7o 2 Yithfii+ 10dB
Sound Pressure Level Initial Value +10dB

7. @3EbrME Packaging Standard
77 I AMALRE R AGAA , & (AR B Bkt )RR R
FEAB G P ABAT R T, 7 AN 22 52 B LR -
Each minimum package unit of products shall be in a carton box and it shall be clearly

marked with Part Number, quantity and outgoing inspection number.
There shall be no mechanical damage on products during transportation and/or in

storage.
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8. Dimensions
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UNIT : mm
Tolerance : +0.5

www.contitec.com

eMai: sales@contitec.com




Specification for Siren Page 8/8

Revision No. 1.0

Model No. : CA-SS86105G Drawing No. |KP3.840.497 03R
9. Revision
IT\Ieo\{. DATE PAGE DESCRIPTION SIGN
1.0 2008.05.10 / primary
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