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Rotary DIP Switches
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Rotary DIP Switches

(Size 10 x 10)
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General Specification
1. Rating Voltage 42V
150mA (Switching)
Example: 200mA (None-Switching)
2. Contact Resistance 80mQ Max
Type Actuator Code Position Terminal Soldering Packing 3. Insulation Resistance  100MQ Min
4. Operating Force 700gf Max
5. Life Cycle 10,000 steps
6
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. Solder Condition

~

. Sealing

Iron Soldering : 2s/340[C
Wave Soldering : 5s/280[G
Reflow Soldering:10s/260[C

IP67 (Dust & Water Proof)
(Except Cross Type of
Actuator Type 1)
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Rotary DIP Switches
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u Position
4 Position 6 Position 78 Position 10 Position 16 Position

Terminals

Standard Type

(Bx3Ter)

o
@
02| 0.54
7.62 5.08
110 ols
clo ojc
410 oj2

Packing

||
ERN

L.

110 Q8

410 oj2

Tube Packing Q'ty : 50pcs / Tube

16.20

—

20.70

5.40

16.70

\
]
0.54

n Solder Condition

PCB Hole Type : Iron Soldering : 2s/340
Wave Soldering : 5s/280

Through Hole Reflow : Reflow Soldering : 10s/260([G
Iron Soldering : 2s/340[G
Wave Soldering : 5s/280

- Accessories

AC-100
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[ Applicable to only ‘RDO’ Actuators
7] Should be mounted after soldering
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G:Gray R:Red K:Black

Y: Yelow B:Blue C:Clear
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Rotary DIP Switches

(Size 10 x 10)

How to Order

Type
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Actuator Code Position Terminal Soldering Packing
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. Rating

. Contact Resistance

. Insulation Resistance
. Operating Force

. Life Cycle

. Solder Condition

. Sealing
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General Specification

Voltage 42V
150mA (Switching)
200mA (None-Switching)

80mQ Max
100MQ Min
700gf Max
10,000 steps

Iron Soldering : 2s/340[G
Wave Soldering : 5s/280[C
Reflow Soldering:10s/260[Q

IP67 (Dust & Water Proof)
(Except Cross Type of
Actuator Type 1)
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Rotary DIP Switches
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Code

See Page 17

n Position

(Size 10 x 10)
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Tube Packing Q'ty : 50pcs / Tube
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n Solder Condition

PCB Hole Type : Iron Soldering :

2s/3

40(C

Wave Soldering : 5s/280

Through Hole Reflow : Reflow Soldering : 10s/260[G
Iron Soldering : 2s/340[G
Wave Soldering : 55/280[C
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71 Applicable to only ‘RDO’ Actuators
7] Should be mounted after soldering
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Rotary DIP Switches

(Size 10 x 10)
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Rotary DIP Switches

(Size 10 x 10)
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Rotary DIP Switches

6. Solder Condition

(Size 10 x 10)
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How to Order General Specification
\oltage 42V
150mA (Switching)
200mA (None-Switching)
Type Actuator Code Position Terminal Packing 2. Contact Resistance 80mQ Max
3. Insulation Resistance ~ 100MQ Min
4. Operating Force 700gf Max
RCR R SMIU 10,000 steps

www.contitec.com
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Iron Soldering : 2s/340[C
Wave Soldering : 5s/280[Q
Reflow Soldering:10s/260[C

IP67 (Dust & Water Proof)
(Except Cross Type of
Actuator Type 1)
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Rotary DIP Switches

(Size 10 x 10)
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Rotary DIP Switches

How to Order

Type
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Actuator Code Position Terminal Packing
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(Size 10 x 10)
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General Specification

1. Rating

. Contact Resistance
. Insulation Resistance

. Life Cycle

2
3
4. Operating Force
5
6. Solder Condition

~

. Sealing

Voltage 42V
150mA (Switching)
200mA (None-Switching)

80mQ Max
100MQ Min
700gf Max
10,000 steps

Iron Soldering : 2s/340[G
Wave Soldering : 5s/280[C
Reflow Soldering:10s/260[Q

IP67 (Dust & Water Proof)
(Except Cross Type of
Actuator Type 1)
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Rotary DIP Switches

(Size 10 x 10)
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Rotary DIP Switches

(Size 10 x 10)
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Rotary DIP Switches
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Round
Angle Type
RCR-1C16V1
How to Order
Example:
Type Actuator Code Position Terminal Soldering Packing
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. Rating

. Contact Resistance

. Insulation Resistance
. Operating Force

. Life Cycle

. Solder Condition

. Sealing

1230

350

General Specification

Voltage 42V
150mA (Switching)
200mA (None-Switching)

80mQ Max
100MQ Min

700gf Max
10,000 steps

Iron Soldering : 2s/340[G
Wave Soldering : 5s/280[C
Reflow Soldering:10s/260[Q

IP67 (Dust & Water Proof)
(Except Cross Type of
Actuator Type) 1
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Rotary DIP Switches

(Size 10 x 10)
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Terminals Solder Condition
\'A0 Angle Type (1.01) Angle Type (1.11)
PCB Hole Type : Iron Soldering : 2s/340
- — D Wave Soldering : 5s/280
Through Hole Reflow : Reflow Soldering : 10s/260[G
“ “ H H Iron Soldering : 2s/340
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Applicable to only ‘RDO’ Actuators
Should be mounted after soldering
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G: Gray
Y : Yellow

R:Red K: Black
B:Blue C: Clear
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Rotary DIP Switches

(Size 10 x 10)

Real Code Real Code Real Code
C 1 2 C C Cl1]2/4 1
. 0fe 10}
oo
0 . . 1|e|e o °
ofe]e
5 5 8[z2[- St O
=1 1 ° . = = =(3|e|e|e = ole °
3 3 3 . 3 B[6lel Jole
o o a3 ald|e 4 o olefele
= © © o © o o
=} 2 . . =} S|4|e —|5|°|° [ - o e o
5| 6| e oo ° D D
7ele|e]|e olee e|B
6|e ° e|C
g o . ° 8|e ol e|D
7] e ° ° °
9|e e oo o|F
Complement Code
Complement Code - Cod Complement Complement Code Complement G
c|lT]? 1 clT]2 Tl2/4]8 c
° O(e|e|eo o e °
0 o (] o ° 0
° ° 1|e oo e :
2|e|e oo
S S S|2|e o S Stete
= = = =|3|e oo = L
3| 1 . . 7] 7} 7] @ °
& I 2|3 S|4]e]e . 27 e
1.1, g 8|4 25| [of |o efslelslele
5|e 6|o|e ° ole o
e o ° . B
6|e ole]e C
3 o 8|le|e o e ° °
e 9(e oo oo
°
Gray Code
Gray Code ay Comy ode |
Cl1]2]41]8 C Cl1]2
Ofle|e ° : 0fe oo
1|e|e 1|e oo
= 2(ejoe = = 2|e o|e
=(3(e ° = ole L] =|3|e °o|e
§ 4] oo § : ° : § 4le °
Sl5|ele|e|e ©f8]e elel8 o5 o
= T[9]ele eo[e[9 =
6|le|e ° olejofofe]A 6|e ° [
D olefe[B
7|e o 0 ° o[C 7|e o °
8|e o|e olefe ° 8|e °
ole °
9|e|e oo ° ° 9|e °
Real Code ode Real Code
Cl1]2]4]8 C 8 C 112
ole ° °
° °
1]e|e ° ° ©
° °
- ARSI Sffefsts Io 5 5 : 5
=3[0 = o Te = . = =
3 3 0 3 3 o 3
al4|e . a ° a a a
S HDRED © 3 3 ole 5
6|e oo “ti1er
7|e|e|e|e & i/;‘ 20 ]
8|e ° D | ‘o o
9fe|e ° 5 ° §OC <0 . .
Complement Code Special Code mit / with 2 “C” Decimal (06 Postion)
cl1l2]|al8 & . erminal) __ (Termina) |
Ole[eee]e C = ° 2||C|1 C
° olee S D
ofe =
ole ole & ° ° .
° ole 1|e 2 ° ° °
< LA 2K ] el 4 f=4 o L] o o
% et —te % % 21 SIED ° é ol :% °
LA ° 3|e ° oo E =
C[7]e . c < D oo § e 3 & .
©|8|e[e[e]e = oltle hd ° = ©
- ° ole < (5] ° - D < °
(1] o : 6|e ° £ : ofle
2 ofe C 7|e ° 8 o ©
13 ° an . (5 °
14le e 2 . o ejje|e .
15 P 9]e D
www.contitec.com Email: sales@contitec.com




Rotary DIP Switches

(Size 10 x 10)
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How to Order General Specification

1. Rating \oltage 42V
150mA (Switching)
200mA (None-Switching)

. Contact Resistance 80mQ Max
. Insulation Resistance  100MQ Min

Example:

Type Actuator Code Position Terminal Soldering Packing

2
3
4. Operating Force 700gf Max
5. Life Cycle 10,000 steps
R 1 O V 1 R U 6. Solder Condition Iron Soldering : 2s/340[G
Wave Soldering : 5s/280[Q

Reflow Soldering:10s/260[C

. Sealing IP67 (Dust & Water Proof)
(Except Cross Type of
Actuator Type 1)

~
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Rotary DIP Switches

(Size 10 x 10)
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See Page 17
n Position
4 Position 6 Position 8 Position 10 Position 16 Position
Terminals a Solder Condition
Angle Type (1.01) Angle Type (1.11)
PCB Hole Type : Iron Soldering : 25/340
— — B Wave Soldering : 5s/280
Through Hole Reflow : Reflow Soldering : 10s/260(C
u u u H Iron Soldering : 2s/340([Q
°.08 L 254 Wave Soldering : 5s/280

Packing

- Tube Packing Qty:
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50pcs / Tube
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. Accessories
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an s wie
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Applicable to only ‘RDO’ Actuators G:Gray R:Red K:Black
Should be mounted after soldering Y: Yelow B:Blue C:Clear
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Rotary DIP Switches

(Size 10 x 10)

10 Pitch Cumulative
Tolerance on Tape=0.2
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RCO- (SMD Type) 600 pcs
RCR- ( SMD Type) 600 pcs
RDO- (SMD Type) 600 pcs
RBO- (SMD Type) 600 pcs
End Start

]t

400.0mm min

160.0mm min

End Section Direction of Section Advance
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