Sales & Support by Contitec

APE

Subminiature Pushbutton Switches

MFeatures

Germany Tel. + 49 89 99818630

Washable

RoHS Compliant

=
A

1. Twin-contact clip mechanism for high reliability.

2. Process sealed structure

3. Gold-plated contacts.

4. Terminal pin pitch: 2.54 mm.

5. UL recognized

M Part Numbering

M Specifications
. 0.4VA AC.DC
Rating -
Max:50mA 60VAC/DC Min:1uA 20mVAC/DC
Initial contact resistance | 50m Qmax. (1.5mA 200uVAC)
Dielectric strength 250VAC 1 minute
Initial Insulation resistance | 500MQ min. (500VDC)

10,000 operations at maximum rating.

Electrical life 30,000 operations at 0.4VA
Operating force 0.78~2.94N
Operati o are
teFr’nepl;aerIgt%re range 20~+85T
t o
tSer?lrggr%ture range —40~+85C
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Series code

Actuator shape

Number of poles

F
j%

Switching function

- 10 — Z
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Terminal style

Actuator shape Clip contact mechanism

Code Type Fig. | Number of poles Code | Switching function Fig. | Terminal style Code | Actuator shape
PE Push type 1 1 pole F ON — (ON) 2 PC Straight M Standard
Right ang
2 2 poles 5 (o.zlgincrii T;‘?t?m
Right angl
6 (O.Islgincr?r;]ugigtgh)
B Optional Accessories «-+++=++xoeee Page 253.

(ON) : Momentary.
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APE—M (Standard type)

SPDT
5 Part number marking side Switching N\
b ’l function Push
F' , \ 03 '
= s perf l .
@ } E”"i __ tz; c'} Part No.
o } T I -\ —oM—10—
1 I R . e L) APEIF—2M—10-Z ON (ON)
T R 33 1 ‘ Connecting terminals 2—-3 2—1
125, PRI MOENEER J

PC Strai aght Terminal numbers are not shown on the switch.

DPDT
‘Q,,‘ Part number marking side Switching \
B4 | 0.3 function Push
_ 1
‘ | (3) l .
i g H2) Part No.
() AN | APE2F-2M-10-Z ON (ON)
e —
2 :J e 2.54 Connecting terminals 2 2 2 _1 )
PC Straight
SPDT 31, (1.2) Stroke 56 9_3»@ . __
- | ‘ S| 2 Switching N\
2] --- Ep (3) = Y function Push
i L ) © &+ ! : Eh (2) ., 12
; > ! !
e Y - o & ik
4| a P 07 3 Part No.
£ T ' S| Y | KAPEIF-5M-10-Z ON (ON)
s .
- B Part No. marking Connecting terminals 2—3 2—1 )
Y 0.3
§ s &
0.2R/A D
5.08 Terminal numbers are not shown on the switch.
3.1 (1.2)
DPDT — Stroke 56,33 6 «
- ‘ ‘0 o Switching N\
@t N -4 function Push
3 ﬁ {) 0 OGN 1
~ 1\ @ (5) |
O% @ L ik
3 Part No.
‘ i | [XAPEF-BM-10-Z ON (ON)
: 1 PartN K Connecting terminals 2—3 2—1
7:Et B art No. marking q 5—6 5—4 )
3 Y oa 03
O'ZR/A 5.08 2.54 Terminal numbers are not shown on the switch.
SPDT 2! ___
Switching N\
function Push
&
Part No.
) | APEIF-6M—10-2Z ON (ON)
Part No. marking Connecting terminals 2—3 2—1 )
O-SR/A - 7.62 Terminal numbers are not shown on the switch.
DPDT ___
Switching N\
function Push
Part No.
: APE2F—6M—10-Z ON (ON)
i Connecting terminals 2—3 2~
:i&, —%F - Part No. marking g 5—6 5—4 J
a 0.3
0.3R/A 7.62 2.54  Terminal numbers are not shown on the switch.
(ON) : Momentary. Y¢ : Semi-standard products. % : Made to order products.
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APE
HRight angle terminals
ll (0.2—inch pitch) (0.3—inch pitch) @The space between the terminal rows are available in
!_l 5o cnd two dimensions: 0.2 inches (5.08 mm) and 0.3 inches
1 pole g . U (7.62 mm)
g = H [Example] 0.2-inch pitch : APE1F-5M-10-Z
S0 NAaY 0.3-inch pitch : APE1F-6M-10-Z
2.54, 2.54 2.54 2.54
8-¢1 %
I 8-g1 )
2 poles Lw—l“—bj o
= o 2 J EJ
9001z 31999 il
2‘5;1 T \2.54 2.54 T \;.54
0.2R/A 0.3R/A
Ml Button Shape HlBracket Installation Procedure

Standard (M)

$2.5

EMounting of Switch

@Use PC boards with hole diameter of 1mm.

@Do not bend the terminal pins before mounting the switch on
the PC board.

@After mounting the switch, do not place the device in such a
way that the device weight will be applied on to the actuator of
the switch.

@Do not apply load exceeding 12.7 N to the actuator. If load
exceeding 12.7 N is expected to be applied to the actuator,
please use a Bracket (optional accessory sold separately).
Maximum load will be 29.4 N when a Bracket is used.

@Use Bracket 140000640314 or 140000640318 for side-by-
side mounting.

@To increase mounting strength, use Bracket 140000640315.

@PC Hole Layouts will change depending on the Bracket.
Please refer to P.249.

Refer to P.253.

[ ]:Optional Accessories.
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B Soldering Specifications

(1)Manual Soldering
Device : Soldering iron
380°C, Max.; 3 seconds, Max.
(2)Auto Soldering
Device : Jet wave type or dip type
275°C, Max.; 6 seconds, Max.
+ Pre-heating should be done at temperatures ranging from 80
C to 120°C and within 120 seconds.

o

BFlux Cleaning

(1)Solvent :Fluorine or Alcohol type.

(2)Cleaning after soldering should be done after the terminal
temperature falls to 90°C or below, or after leaving the
switch for five minutes or longer at room temperature.

(3)Do not use ultrasonic cleaning.

HPC Hole Layouts (AP+APE)

PC Straight
Mounting : When optional Bracket is used.
Without Bracket
Type 140000640314 or 140000640316 | 140000640315 or 140000640317 140000640318
AP-M 541 z
- 3-¢1 e N N o
AP 1 pole AV NN O—O—@ Y Y Y =
AP-H \12 54\12 54\1 2.54 | 2.54 | 254 | 2.54 o
APE - - 2.54 | 2.54 | 2.54 | 2.54 7-¢1
O—O—P S—P—P S—O—P G
Ll 2 2 2 3]z
AP-S 2 poles © %"’ © ‘“'
AP-H PD—P—F D—D—D D—D—D D—D—D
\J2.54\J2.54\ 6-41 ‘2_54\J2.54\J2. 4kJ2.54 \8-41 2.54\J2.54\J2.54\J2 54 10-¢1 254kj2.54kj2.54kj2.54_¥ \10-¢ 1
O—0—@ S—0— O—O—P
3 3 3
APE 2 poles OO d SO *\‘“’I R S
2.54 | 2.54 6-41 2.54 | 2.54 | 2.54 2.54_‘ - ¢ 1 2.54 | 2.54 | 2.54 | 2.54 10-¢1
ERight-angle Terminal BPackaging Specification
Terminal
0.2—inch pitch 0.3—inch pitch
Type PC terminal
. erminals
Plastick Pack 100 pos/pack
? & Dot
o o i,
1 pole T3 > 3
@ Sy
5.08 5-¢1 7.62 \5-¢ 1
AP-M
AP-S
APE ? & ? &0
O— - D—D °
2 poles & & ANIPN & Right-angle terminals
5.08 2.54 8-¢1 7.62 2.54 8-¢1 150 pCS/paCk

Sales & Support by Contitec

eMail: sales@contitec.com

www.contitec.com




